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DOMINO PMD

	84023
	PMD 20-IN0,1

DOMINO vane wheel meter

For cold and hot water composed of:

- Hydraulic part brass

- Threaded ends 1" for couplings 3/4"

- Pulser IN according to IEC 60947-5-6 (NAMUR), 0,1 l

- Roller counter, 6-pos., rotatable

- Sealing ring with cover

Technical data:

Nominal diameter: 20 mm

Installation length: 190 mm

Nominal pressure: PN 16

Max. admissible temperature: 90°C

Mounting: in horizontal pipe

Max. flow Qmax: 5 m3/h

In continuous flow Qn: 2,5 m3/h

Transitional flow Qt: 0,20 m3/h

Min. flow Qmin: 0,10 m3/h

Measuring error, water up to 40°C:

0,2...5 m3/h ± 2 % of actual value

Roller counter

- Registration capacity: 100'000 m3

- Smallest readable value: 0,1


	84024
	PMD 20-IN1

DOMINO vane wheel meter

For cold and hot water composed of:

- Hydraulic part brass

- Threaded ends 1" for couplings 3/4"

- Pulser IN according to IEC 60947-5-6 (NAMUR), 0,1 l

- Roller counter, 6-pos., rotatable

- Sealing ring with cover

Technical data:

Nominal diameter: 20 mm

Installation length: 190 mm

Nominal pressure: PN 16

Max. admissible temperature: 90°C

Mounting: in horizontal pipe

Max. flow Qmax: 5 m3/h

In continuous flow Qn: 2,5 m3/h

Transitional flow Qt: 0,20 m3/h

Min. flow Qmin: 0,10 m3/h

Measuring error, water up to 40°C:

0,2...5 m3/h ± 2 % of actual value

Roller counter

- Registration capacity: 100'000 m3

- Smallest readable value: 0,1 l 


	84025
	PMD 20-GTAS

DOMINO vane wheel meter

For cold and hot water composed of:

- Hydraulic part brass
- Threaded ends 1" for couplings 3/4"
- Adapter for dosage dial AS/ASP
Technical data:

Nominal diameter: 20 mm

Installation length: 190 mm

Nominal pressure: PN 16

Max. admissible temperature: 90°C

Mounting: in horizontal pipe

Max. flow Qmax: 5 m3/h

In continuous flow Qn: 2,5 m3/h

Transitional flow Qt: 0,20 m3/h

Min. flow Qmin: 0,10 m3/h

Measuring error, water up to 40°C:

0,2...5 m3/h ± 2 % of actual value 


	84027
	PMD 25-IN0,1

DOMINO vane wheel meter

For cold and hot water composed of:

- Hydraulic part brass

- Threaded ends 1 1/4" for couplings 1"

- Pulser IN according to IEC 60947-5-6 (NAMUR), 0,1 l

- Roller counter, 6-pos., rotatable

- Sealing ring with cover

Technical data:

Nominal diameter: 25 mm

Installation length: 260 mm

Nominal pressure: PN 16

Max. admissible temperature: 90°C

Mounting: in horizontal pipe

Max. flow Qmax: 7 m3/h

In continuous flow Qn: 3,5 m3/h

Transitional flow Qt: 0,28 m3/h

Min. flow Qmin: 0,14 m3/h

Measuring error, water up to 40°C:

0,28...7 m3/h ± 2 % of actual value

Roller counter

- Registration capacity: 100'000 m3

- Smallest readable value: 0,1 l 


	84028
	PMD 25-IN1

DOMINO vane wheel meter

For cold and hot water composed of:

- Hydraulic part brass

- Threaded ends 1 1/4" for couplings 1"

- Pulser IN according to IEC 60947-5-6 (NAMUR), 0,1 l

- Roller counter, 6-pos., rotatable

- Sealing ring with cover

Technical data:

Nominal diameter: 25 mm

Installation length: 260 mm

Nominal pressure: PN 16

Max. admissible temperature: 90°C

Mounting: in horizontal pipe

Max. flow Qmax: 7 m3/h

In continuous flow Qn: 3,5 m3/h

Transitional flow Qt: 0,28 m3/h

Min. flow Qmin: 0,14 m3/h

Measuring error, water up to 40°C:

0,28...7 m3/h ± 2 % of actual value

Roller counter

- Registration capacity: 100'000 m3

- Smallest readable value: 0,1 l 


	84029
	PMD 25-GTAS

DOMINO vane wheel meter

For cold and hot water composed of:

- Hydraulic part brass
- Threaded ends 1 1/4" for couplings 1"

- Adapter for dosage dial AS/ASP

Technical data:

Nominal diameter: 25 mm

Installation length: 260 mm

Nominal pressure: PN 16

Max. admissible temperature: 90°C

Mounting: in horizontal pipe

Max. flow Qmax: 7 m3/h

In continuous flow Qn: 3,5 m3/h

Transitional flow Qt: 0,28 m3/h

Min. flow Qmin: 0,14 m3/h

Measuring error, water up to 40°C:

0,28...7 m3/h ± 2 % of actual value 


	84035
	PMD 40-IN0,1

DOMINO vane wheel meter

For cold and hot water composed of:

- Hydraulic part brass

- Threaded ends 2" for couplings 1-1/2"

- Pulser IN according to IEC 60947-5-6 (NAMUR), 0,1 l

- Roller counter, 6-pos., rotatable

- Sealing ring with cover

Technical data:

Nominal diameter: 40 mm

Installation length: 300 mm

Nominal pressure: PN 16

Max. admissible temperature: 90°C

Installation: in horizontal pipe

Max. flow Qmax: 20 m3/h

In continuous flow Qn: 10 m3/h

Transitional flow Qt: 0,80 m3/h

Min. flow Qmin: 0,40 m3/h

Measuring error, water up to 40°C:

0,80...20 m3/h ± 2 % of actual value

Roller counter

- Registration capacity: 100'000 m3

- Smallest readable value: 0,1 l 


	84036
	PMD 40-IN1

DOMINO vane wheel meter

For cold and hot water composed of:

- Hydraulic part brass

- Threaded ends 2" for couplings 1-1/2"
- Pulser IN according to IEC 60947-5-6 (NAMUR), 0,1 l

- Roller counter, 6-pos., rotatable

- Sealing ring with cover

Technical data:

Nominal diameter: 40 mm

Installation length: 300 mm

Nominal pressure: PN 16

Max. admissible temperature: 90°C

Installation: in horizontal pipe

Max. flow Qmax: 20 m3/h

In continuous flow Qn: 10 m3/h

Transitional flow Qt: 0,80 m3/h

Min. flow Qmin: 0,40 m3/h

Measuring error, water up to 40°C:

0,80...20 m3/h ± 2 % of actual value

Roller counter

- Registration capacity: 100'000 m3

- Smallest readable value: 0,1 l 


	84037
	PMD 40-GTAS

DOMINO vane wheel meter

For cold and hot water composed of:

- Hydraulic part brass
- Threaded ends 2" for couplings 1-1/2"

- Adapter for dosage dial AS/ASP

Technical data:

Nominal diameter: 40 mm

Installation length: 300 mm

Nominal pressure: PN 16

Max. admissible temperature: 90°C

Installation: in horizontal pipe

Max. flow Qmax: 20 m3/h

In continuous flow Qn: 10 m3/h

Transitional flow Qt: 0,80 m3/h

Min. flow Qmin: 0,40 m3/h

Measuring error, water up to 40°C:

0,80...20 m3/h ± 2 % of actual value 
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